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(57) ABSTRACT

A frequency compensation apparatus includes a first counter
setting a reference period using a main clock, a second
counter sensing a change in the frequency of'a sub clock using
the reference period, and a frequency compensator providing
a compensated frequency using information on the changed
frequency of the sub clock. Related methods are also
described.
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APPARATUS FOR FREQUENCY
COMPENSATION USING TWO COUNTERS

CROSS-REFERENCE TO RELATED
APPLICATION

This U.S. non-provisional application claims priority
under 35 U.S.C. §119 from Korean Patent Application No.
10-2013-0001621 filed Jan. 7, 2013, the entirety of which is
hereby incorporated herein by reference.

BACKGROUND

The present inventive concepts relate to apparatus and
methods for frequency compensation.

An oscillator is used in providing a timing signal of an
electronic device, including a computer, a system, or a com-
munication device. The oscillating frequency of the oscillator
may vary according to the change in external circumstances,
such as process, voltage and temperature. Therefore, in order
to secure system stability, it is desirable to compensate for the
varied frequency of the oscillator.

SUMMARY

The present inventive concepts can provide an apparatus
for frequency compensation, which can compensate for the
frequency of an oscillator varying according to the process,
voltage and temperature.

The present inventive concepts can also provide a method
for frequency compensation, which can compensate for the
frequency of an oscillator varying according to the process,
voltage and temperature.

According to an aspect of the present inventive concepts,
there is provided an apparatus for frequency compensation,
the frequency compensation apparatus including a first
counter setting a reference period using a main clock, a sec-
ond counter sensing a change in the frequency of a sub clock
using the reference period, and a frequency compensator
providing a compensated frequency using information on the
changed frequency of the sub clock.

According to another aspect of the present inventive con-
cepts, there is provided an apparatus for frequency compen-
sation, the frequency compensation apparatus including a
first counter setting the number of reference clock cycles for
a main clock and setting a reference period by measuring a
time taken to calculate the number of reference clock cycles,
a second counter sensing a change in the frequency of a sub
clock by calculating the number of clock cycles of the sub
clock by calculating the number of clock cycles of the sub
clock for a time taken to set the reference period, and a
frequency compensator providing a compensated frequency
using information on the changed frequency of the sub clock.

According to still another aspect of the present inventive
concepts, there is provided a method for frequency compen-
sation, the method including generating a main clock and a
sub clock, setting a reference period using the main clock,
sensing a change in the frequency of the sub clock using the
reference period, and providing a compensated frequency
using information on the changed frequency of the sub clock.

According to still another aspect of the present inventive
concepts, there is provided an apparatus for frequency com-
pensation comprising a first clock generator configured to
generate a first clock, a second clock generator configured to
generate a second clock, a first counter that is configured to
count clock cycles of the first clock and identify a time dura-
tion for the first clock to produce a predetermined number of
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the clock cycles, a second counter that is configured to count
clock cycles of the second clock during a plurality of time
intervals corresponding to the time duration and to determine
a change in a frequency of the second clock from the clock
cycles of the second clock that are counted during the plural-
ity of time intervals corresponding to the time duration, and a
frequency compensator that is configured to produce a fre-
quency compensation value from the change in the frequency
of the second clock.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other features and advantages of the present
inventive concepts will become more apparent by describing
in detail various embodiments thereof with reference to the
attached drawings in which:

FIG. 1 is a block diagram of an apparatus for frequency
compensation according to an embodiment of the present
inventive concepts;

FIG. 2 is a block diagram of an apparatus for frequency
compensation according to another embodiment of the
present inventive concepts;

FIG. 3 is a block diagram of an apparatus for frequency
compensation according to still another embodiment of the
present inventive concepts;

FIG. 4 is a block diagram of an apparatus for frequency
compensation according to still another embodiment of the
present inventive concepts;

FIG. 5 is a block diagram of an apparatus for frequency
compensation according to still another embodiment of the
present inventive concepts;

FIGS. 6 to 9 are diagrams illustrating a method for fre-
quency compensation according to an embodiment of the
present inventive concepts; and

FIG. 10 illustrates an exemplary display system to which
apparatus for frequency compensation according to some
embodiments of the present inventive concepts can be
applied.

DETAILED DESCRIPTION

Embodiments will be described in detail with reference to
the accompanying drawings. The inventive concepts, how-
ever, may be embodied in various different forms, and should
not be construed as being limited only to the illustrated
embodiments. Rather, these embodiments are provided as
examples so that this disclosure will be thorough and com-
plete, and will fully convey the concepts of the inventive
concepts to those skilled in the art. Accordingly, known pro-
cesses, elements, and techniques are not described with
respect to some of the embodiments of the inventive concepts.
Unless otherwise noted, like reference numerals denote like
elements throughout the attached drawings and written
description, and thus descriptions will not be repeated.

The use of the terms “a” and “an” and “the” and similar
referents in the context of describing the invention (especially
in the context of the following claims) are to be construed to
cover both the singular and the plural, unless otherwise indi-
cated herein or clearly contradicted by context. The terms
“comprising,” “having,” “including,” and “containing” are to
be construed as open-ended terms (i.e., meaning “including,
but not limited to,”) unless otherwise noted.

It will be understood that when an element is referred to as
being “responsive”, “connected” or “coupled” to another ele-
ment, it can be directly responsive, connected or coupled to
the other element or intervening elements may be present. In
contrast, when an element is referred to as being “directly
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responsive”, “directly connected” or “directly coupled” to
another element, there are no intervening elements present.
As used herein, the term “and/or” includes any and all com-
binations of one or more of the associated listed items and
may be abbreviated as “/”.

It will be understood that, although the terms first, second,
etc. may be used herein to describe various elements, these
elements should not be limited by these terms. These terms
are only used to distinguish one element from another. For
example, a first element could be termed a second element,
and, similarly, a second element could be termed a first ele-
ment without departing from the teachings of the disclosure.

Unless defined otherwise, all technical and scientific terms
used herein have the same meaning as commonly understood
by one of ordinary skill in the art to which this invention
belongs. It is noted that the use of any and all examples or
terms provided herein is intended merely to better illuminate
the invention and is not a limitation on the scope of the
invention unless otherwise specified.

The present invention is described in part below with ref-
erence to block diagrams of methods, systems and computer
program products according to various embodiments. It will
be understood that a block of the block diagrams, and com-
binations of blocks in the block diagrams may be imple-
mented at least in part by computer program instructions.
Accordingly, a given block or blocks of the block diagrams
provides support for methods, computer program products
and/or systems (structural and/or means-plus-function).
Finally, the functionality of one or more blocks may be sepa-
rated and/or combined with that of other blocks.

Various apparatus and methods for frequency compensa-
tion, which will be described below, are directed to compen-
sate the changed frequency of an oscillator using an initial
frequency of a main clock. The frequency required by the
system may be provided by compensating the frequency of
the oscillator varied according to the process, voltage and
temperature change. In the present inventive concepts, the
initial frequency of the main clock is used. Therefore, the
present inventive concepts may also be applied to a case
where the frequency of the main clock often varies during
operation of the system.

FIG. 1 is a block diagram of an apparatus for frequency
compensation according to an embodiment of the present
inventive concepts.

Referring to FIG. 1, the frequency compensation apparatus
may include a main clock generator 100, a sub clock genera-
tor 200, a first counter 300, a second counter 400, and a
frequency compensator 500.

The main clock generator 100 generates a main clock 110
for system operation. The main clock generator 100 may be,
for example, a crystal oscillator circuit. The crystal oscillator
circuit may include an inverter, a feedback resistor, a crystal
oscillator, a capacitor, and an output buffer. The crystal oscil-
lator circuit has AC power input to an input port of the
inverter, and noise may be generated through the inverter, the
feedback resistor and the capacitor. A crystal oscillator may
be oscillated by the noise, and the main clock 110 may be
generated through the output buffer. Since the crystal oscil-
lator circuit employs the crystal oscillator, it can generate a
more accurate clock than the oscillator circuit. However, the
frequency of the clock generated in the crystal oscillator
circuit may also vary according to the process, voltage and
temperature change.

The sub clock generator 200 generates a sub clock 210 for
system operation. The sub clock generator 200 may be an RC
oscillator circuit or an LC oscillator circuit. The RC oscillator
circuit may be, for example, a Wien-bridge oscillator circuit,
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a phase shift oscillator circuit, or a Twin-T oscillator circuit,
but not limited thereto. The LC oscillator circuit may be, for
example, a Colpitts oscillator circuit, a Clapp oscillator cir-
cuit, a Hartley oscillator circuit, or an Armstrong oscillator
circuit, but not limited thereto. The RC oscillator circuit may
be employed in a case where an oscillating frequency is low,
and the L.C oscillator circuit may be employed in a case where
an oscillating frequency is high.

The first counter 300 is a frequency counter that measures
frequencies having periodic waveforms. The frequency
counter is a digital circuit for processing numerical values by
calculating clock pulses. A binary number or a binary coded
decimal calculated by the frequency counter may be dis-
played on a 7-segment light emitting diode through a decoder.
The first counter 300 may be, for example, a binary counter,
a gray code counter, a ring counter, or a Johnson counter, but
not limited thereto. The frequency counter measures a fre-
quency based on the following equation:

Counter Output

Frequency = .

That is to say, when t=1, the displayed numerical value is
the frequency, when t=10, a numerical value that is one deci-
mal point increased from the displayed numerical value is the
frequency, and when t=0.1, a numerical value that is one
decimal point decreased from the displayed numerical value
is the frequency.

The first counter 300 sets a reference period P using the
main clock 110. The main clock 110 may have frequencies
varying according to system operation. However, the fre-
quency value of the main clock 110 at an initial system
operation time is known to a system user. In addition, the
frequency value of the main clock 110 at an initial system
operation time is not variable but is constant. The first counter
300 sets the reference period P using an initial frequency
period of the main clock 110. That is to say, the first counter
300 sets the number of reference clock cycles (N) for the main
clock 110 in the initial frequency period of the main clock
110, and sets the reference period P by measuring a time taken
to calculate the number of reference clock cycles (N). The
first counter 300 may set the reference period P and may store
the reference period P.

The second counter 400 is a frequency counter that mea-
sures frequencies having periodic waveforms. A binary num-
ber or a binary coded decimal calculated by the frequency
counter may be displayed on a 7-segment light emitting diode
through a decoder. The second counter 400 may be, for
example, a binary counter, a gray code counter, a ring counter,
or a Johnson counter, but not limited thereto.

The second counter 400 senses a change in the frequency of
the sub clock 210 using the reference period P. The sub clock
210 may have frequencies varying according to the process,
voltage and temperature change during system operation. The
second counter 400 senses a change in the frequency of the
sub clock 210 by calculating the number of clocks of the sub
clock 210 for a time taken to set the reference period P. The
second counter 400 may sense the change in the frequency of
the sub clock 210 using the reference period P pre-stored in
the first counter 300. The second counter 400 may include a
plurality of second counters. If signals required by multiple
systems have different frequencies, the plurality of second
counters 400 may sense the change in the different frequen-
cies of the sub clock 210 using the reference period P pre-
stored in the first counter 300.
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The frequency compensator 500 provides a compensated
frequency 500 using the information on the changed fre-
quency of the sub clock 210. The frequency compensator 500
may be a frequency division circuit, but not limited thereto.
The frequency division circuit may be, for example, a fre-
quency half-reducing circuit using a JK flip-flop circuit. That
is to say, a first JK flip-flop circuit and a second JK flip-flop
circuit are connected to each other in parallel, and the first JK
flip-flop circuit generates one output clock Q1 for two input
clocks I and the second JK flip-flop circuit generates one
output clock Q2 for two input clocks Q1. Through the above-
described procedure, the frequency of Q1 becomes half the
frequency of the input clocks I, and the frequency of the
output clock Q2 becomes half the frequency of the input
clocks Q1. Therefore, the frequency division circuit functions
as a frequency half-reducing circuit. The frequency compen-
sator 500 may receive information on the changed frequency
of the sub clock 210 from the second counter 400 and may
provide compensated frequencies 510 with different fre-
quency division ratios.

FIG. 2 is a block diagram of an apparatus for frequency
compensation according to another embodiment of the
present inventive concepts.

For the sake of convenient explanation, the following
description will focus on differences between the frequency
compensation apparatuses according to the present and pre-
vious embodiments.

Referring to FIG. 2, the frequency compensation apparatus
according to another embodiment of the present inventive
concepts further includes a timing controller 700 incorporat-
ing a first counter 300 and a second counter 400, compared to
the frequency compensation apparatus according to the pre-
vious embodiment.

The timing controller 700 is mounted on a large-scale LCD
panel for use in, for example, an LCD monitor, a notebook
computer, or a TV. The timing controller 700 is a semicon-
ductor for a display, which controls an amount of data trans-
mitted to LCD driving chips and improves picture quality.
The timing controller 700 receives image information from a
tutor and a graphic card and transmits the received image
information to each LCD driving chip. The LCD driving chip
receives the image information and transmits the same to an
LCD screen. As the size of an LCD panel increases, a time
difference may be produced in the course of transmitting the
image information to the LCD screen, resulting in a residual
image on the LCD screen. To avoid this, the large-scale LCD
panel uses the timing controller 700 that collectively controls
the time difference between signals. The timing controller
700 may incorporate the first counter 300 and the second
counter 400.

FIG. 3 is a block diagram of an apparatus for frequency
compensation according to still another embodiment of the
present inventive concepts.

For the sake of convenient explanation, the following
description will focus on differences between the frequency
compensation apparatuses according to the present and pre-
vious embodiments.

Referring to FIG. 3, the frequency compensation apparatus
according to another embodiment of the present inventive
concepts further includes a temperature compensator 900 that
compensate for the changed frequency of a sub clock 210
according to a change in the temperature, compared to the
frequency compensation apparatus according to the previous
embodiment.

The temperature compensator 900 senses a change in the
frequency of the sub clock 210 depending on the temperature
change and may provide a compensated frequency using the
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changed frequency information of the sub clock 210. The
temperature compensator 900 may include a voltage supply,
a transistor, a current mirror, and a resistor. The voltage sup-
ply may supply a constant voltage (e.g., 3.3V). The voltage
supplied from the voltage supply may differ according to the
use of the temperature compensator 900. The transistor is
connected to the voltage supply and receives the voltage
supplied from the voltage supply and outputs current (Id), a
current mirror, and a resistor. The transistor changes the out-
put current Id in proportion to the temperature. That is to say,
if the temperature rises, the transistor increases the output
current Id, and vice versa. The transistor having such a tem-
perature characteristic may be, for example, a metal oxide
semiconductor (MOS) transistor. The MOS transistor may be
a PMOS transistor or an NMOS transistor. In the PMOS
transistor, for example, a source is connected to the voltage
supply, and a gate and a drain are connected to the current
mirror. When the voltage is supplied from the voltage supply,
the PMOS transistor is turned on and outputs the current Id.

FIG. 4 is a block diagram of an apparatus for frequency
compensation according to still another embodiment of the
present inventive concepts.

For the sake of convenient explanation, the following
description will focus on differences between the frequency
compensation apparatuses according to the present and pre-
vious embodiments.

Referring to FIG. 4, the frequency compensation apparatus
according to another embodiment of the present inventive
concepts further includes a frequency controller 600 that
receives a compensated frequency 510 for a sub clock 210,
compared to the frequency compensation apparatus accord-
ing to the previous embodiment.

The frequency controller 600 may include a phase com-
parator, a low pass filter (LPF), and a voltage controlled
oscillator (VCO). The phase comparator measures a difter-
ence between phases of an input signal and a fed-back signal
of'the sub clock 210 and outputs a voltage proportional to the
phase difference. The LPF removes R’ components of the
phase difference between the signals output from the phase
comparator, and applies a control voltage for changingaVCO
frequency to the VCO to reduce a phase difference between
the VCO signal and the input signal of the sub clock 210. The
VCO is an oscillator that generates the frequency controlled
according to the control signal. The frequency controller 600
may be, for example, an analog phase locked loop (APLL)
circuit, a digital phase locked loop (DPLL) circuit, or an all
digital phase locked loop (ADPLL) circuit, but not limited
thereto.

FIG. 5 is a block diagram of an apparatus for frequency
compensation according to still another embodiment of the
present inventive concepts.

For the sake of convenient explanation, the following
description will focus on differences between the frequency
compensation apparatuses according to the present and pre-
vious embodiments.

Referring to FIG. 5, the frequency compensation apparatus
according to another embodiment of the present inventive
concepts further includes a timing controller 700 incorporat-
ing a frequency controller 600 providing a compensated fre-
quency for the changed frequency of a sub clock 210, a first
counter 300 and a second counter 400, compared to the fre-
quency compensation apparatus according to the previous
embodiment.

The frequency controller 600 may include a phase com-
parator, a low pass filter (LPF), and a voltage controlled
oscillator (VCO). The phase comparator measures a difter-
ence between phases of an input signal and a fed-back signal
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of'the sub clock 210 and outputs a voltage proportional to the
phase difference. The LPF removes RF components of the
phase difference between the signals output from the phase
comparator, and applied a control voltage for changing a
VCO frequency to the VCO to reduce a phase difference
between the VCO signal and the input signal of the sub clock
210. The VCO is an oscillator that generates the frequency
controlled according to the control signal. The frequency
controller 600 may be, for example, an analog phase locked
loop (APLL) circuit, a digital phase locked loop (DPLL)
circuit, or an all digital phase locked loop (ADPLL) circuit,
but not limited thereto.

The timing controller 700 may incorporate the first counter
300 and the second counter 400.

Hereinafter, a method for frequency compensation accord-
ing to an embodiment of the present inventive concepts will
be described with reference to FIGS. 6 to 9. FIGS. 6 to 9 are
diagrams illustrating a method for frequency compensation
according to an embodiment of the present inventive con-
cepts.

First, referring to FIGS. 6 and 7, a main clock 110 is
generated. An initial frequency of the main clock 110 is a first
frequency, and the frequency of the main clock 110 may vary
with the passage oftime. The first counter 300 sets a reference
period P using a period in which the frequency of the main
clock 110 is the first frequency.

The setting of the reference period P comprises setting the
number of reference clocks (N) for the main clock 110, and
setting the reference period P by calculating a time taken to
calculate the number of reference clocks (N).

In the period in which the frequency of the main clock 110
is the first frequency, the number of reference clocks N is set
to an arbitrary number using the known frequency of the main
clock 110, the reference period P is set to be constant. Since
an application (for example, a flat panel display application)
starts an initial sequence with a predetermined frequency
when it is initially booted, and the value of the predetermined
frequency is a stable frequency value determined by the
developer of the application, a code value according to the
predetermined frequency may be applied to a clock generator
control logic as an input. For example, if the predetermined
frequency of the main clock 110 is 100 MHz and the number
of reference clocks (N) is set to 2000, the reference period P
is set to 20 ps.

Referring to FIGS. 8 and 9, a change in the frequency of a
sub clock 210 may be sensed using the reference period P. The
sensing of the frequency change of the sub clock 210 may
include sensing the frequency change of'the sub clock 210 by
calculating the number of clocks (a or b) of the sub clock 210
for a time taken to set the reference period P.

The second counter 400 may first calculate the number of
clocks (a) of the sub clock 210 and may then calculate the
frequency of the sub clock 210 using information on the
reference period P received from the first counter 300. The
frequency of the sub clock 210 varies according to the pro-
cess, voltage and temperature change. Then, the second
counter 400 may calculate again the frequency of the sub
clock 210 using information on the reference period P to then
sense a changed frequency of the sub clock 210. In the
example stated above, when the number of clocks (a) of the
sub clock 210 is 500, the frequency of the sub clock 210 is 25
MHz. In this case, when the frequency of a system 800
required by a user is 50 MHz, it can be sensed that a compen-
sated frequency that is double the frequency of the sub clock
210 is required. In addition, when the number of clocks (b) of
the sub clock 210 is 1000, the frequency of the sub clock 210
is 50 MHz. In this case, since the frequency of the sub clock
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210 is equal to that of the system 800, it can be sensed that the
frequency of the sub clock 210 needs not to be compensated
for.

The information on the changed frequency of the sub clock
210 is transmitted to the frequency compensator 500, and the
frequency compensator 500 sets a different frequency divi-
sion ratio to then provide a compensated frequency of the sub
clock 210 to the frequency controller 600. The frequency
compensator 500 may compensate for the frequency change
of the sub clock 210 according to the process, voltage and
temperature by continuously using the information on the
changed frequency of the sub clock 210 and by continuously
setting a relative value of the frequency division ratio.

FIG. 10 illustrates an example display system to which
apparatuses for frequency compensation according to some
embodiments of the present inventive concepts can be
applied.

Specifically, FIG. 10 is a layout view of an LCD panel. The
frequency compensation apparatus according to the embodi-
ment of the present inventive concepts may be applied to a
spread spectrum clock (SSC), but aspects of the present
inventive concepts are not limited thereto. For example, in a
case where 50 KHz is required as the SSC modulation fre-
quency, if the sub clock 210 has an initial frequency of 50
MHz and a changed frequency of 25 MHz, the frequency of
the sub clock 210 is compensated using a frequency division
ratio, i.e., 1/500, which is two times the initial frequency
division ratio, 1/1000, and transmits the compensated fre-
quency to the SSC. It will be understood by one skilled in the
art that the frequency compensation apparatus according to
some embodiments of the present inventive concepts can be
applied to other systems not illustrated herein.

While the present inventive concepts have been particu-
larly shown and described with reference to exemplary
embodiments thereof; it will be understood by those of ordi-
nary skill in the art that various changes in form and details
may be made therein without departing from the spirit and
scope of the present inventive concepts as defined by the
following claims. It is therefore desired that the present
embodiments be considered in all respects as illustrative and
not restrictive, reference being made to the appended claims
rather than the foregoing description to indicate the scope of
the inventive concepts.

What is claimed is:

1. An apparatus for frequency compensation comprising:

a first counter configured to set a reference period using a

main clock;

a second counter configured to sense a change in the fre-

quency of a sub clock using the reference period; and

a frequency compensator configured to provide a compen-

sated frequency using the change in the frequency of'the
sub clock,

wherein the first counter is further configured to set a

number of reference clock cycles for the main clock and
to set the reference period by measuring a time taken to
count the number of reference clock cycles,

wherein the second counter is further configured to sense

the change in the frequency of the sub clock by counting
anumber of clock cycles of the sub clock corresponding
to a time taken to set the reference period, and

wherein the first counter is further configured to set and

store the reference period, and the second counter is
further configured to sense the change in the frequency
of the sub clock using the reference period stored by the
first counter.

2. The apparatus of claim 1, wherein an initial frequency of
the main clock is a first frequency, the frequency of the main
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clock varies with the passage of time, and the first counter is
further configured to set the reference period using a period in
which the frequency of the main clock is the first frequency.

3. The apparatus of claim 1, wherein the second counter
includes a plurality of second counters.

4. The apparatus of claim 1, further comprising a timing
controller including the first and second counters.

5. The apparatus of claim 1, further comprising a frequency
controller configured to receive the compensated frequency.

6. The apparatus of claim 1, further comprising a tempera- 10

ture compensator configured to sense the change in the fre-
quency of the sub clock depending on a temperature change
and to provide a compensated frequency based on the change
in the frequency of the sub clock.
7. An apparatus for frequency compensation comprising:
a first clock generator configured to generate a first clock;
a second clock generator configured to generate a second
clock;
afirst counter that is configured to count clock cycles of the
first clock and identify a time duration for the first clock
to produce a predetermined number of the clock cycles;
a second counter that is configured to count clock cycles of
the second clock during a plurality of time intervals
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corresponding to the time duration and to determine a
change in a frequency of the second clock from the clock
cycles of the second clock that are counted during the
plurality of time intervals corresponding to the time
duration; and

a frequency compensator that is configured to produce a

frequency compensation value from the change in the
frequency of the second clock.

8. The apparatus of claim 7 wherein the first clock genera-
tor comprises a crystal oscillator and the second clock gen-
erator comprises a capacitor-based oscillator.

9. The apparatus of claim 8 wherein the frequency com-
pensator comprises a frequency divider that is configured to
set a frequency division ratio based on the change in the
frequency of the second clock.

10. The apparatus of claim 9 further comprising a phase
locked loop that is responsive to the frequency divider.

11. The apparatus of claim 7 wherein the predetermined
number of clock cycles corresponds to an initial operation
frequency of the first clock.
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